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Series RTA/100 

 

Technical features               

               

 Single-phase motor start up reactors built according to IEC 61558-2-20 

 Three-phase operating voltage 400V 

 Designed for 3 startings per hour, of 5 secs. each 

 30% voltage fall, for a 70% reduced motor starting 

 Class H total high casehardening varnish dipped and oven dried 

 Particularly indicated for submerged pump startings; also useful for transformer 

connection take-off reduction 

 Different starting values, voltages and powers are available upon request 
 

Dimensions and drillings 
 

Reference 
number 

KW 
Motor 

HP 
Motor 

Rated Motor 
Current 

(A) 

Dimensions Drillings Weight 
(Kg) 

Fig. 
L P H A B F G 

RTA/101  500 VA 22 95,6 120 85 105 105 67 4,5 10 5,2 3/4 

RTA/102  1000 VA 36 96,4 180 90 160 125 58 6 13 6,7 3/4 

RTA/103  1500 VA 51 96,6 180 110 160 125 78 6 13 9,7 3/4 

RTA/104  2000 VA 59 96,8 180 165 160 125 111 6 13 14,0 3/4 

RTA/105  2500 VA 77 96,9 240 120 210 200 86 7 18 14,5 3/4 

RTA/106  3000 VA 88 97 240 120 210 200 86 7 18 15,2 3/4 

RTA/107  4000 VA 104 97,4 240 130 210 200 96 7 18 18,7 3/4 

RTA/108  5000 VA 123 97,5 240 140 210 200 106 7 18 21,8 3/4 

RTA/109  7500 VA 177 97,6 300 134 260 250 96 9 24 29,6 3/4 

RTA/110  10 kVA 207 97,9 300 144 260 250 106 9 24 36,0 3/4 

RTA/111  12,5 kVA 240 98 300 154 260 250 116 9 24 41,7 3/4 

RTA/112  15 kVA 289 98,1 360 160 310 325 126 9 24 51 3/4 

RTA/113  20 kVA 347 98,2 360 170 310 325 136 9 24 60,4 3/4 

RTA/114  25 kVA 398 98,4 360 190 310 325 156 9 24 74,3 3-5/4 

RTA/115  30 kVA 377 98,7 360 190 310 325 156 9 24 73,9 3-5/4 

RTA/116  40 kVA 497 98,7 420 190 360 375 144 10 30 85,7 3/5 

 

 

 

 

 

 

 

 

 

 

 

 
The data indicated could change without notice 
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The RTA/100 Family is designed for reduced operating periods, thus suitable to limit inrush currents to values, which do not activate over-current device 
protection, both for motors and transformers. 
Once the operating period has elapsed (5” max. for motors and 1” for transformers) the reactors have to be short-circuited to avoid line fall and overheating. 

 


