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Series MCNA 

 
 
UL File component XPTQ 2/8 E325401 
 
UL Insulation System Class 155(F), type ‘155-3’. For details refer to File OBJY 2/8 E345057, Volume 1, Section 1. 
 
CSA file Master Contract: 221713 on CSA website 

 

 

 

Technical features  

 
               

 Single-phase transformer according to US standard UL N° 5085 (UL N° 506 12 edition) , Canadian Standard CSA C22.2 N°66 IEC 61558-2-4 and IEC 

61558-2-6   VDE 0570 Teil 1 , VDE 0570 Teil 2-4, VDE 0570 Teil 2 -6.  

 Rated output power from 2500VA to 20kVA 

 Made with lamination EI  with low wastage 

 Input voltage from 100V to 600V single voltage. Max 10 voltage with regolation steps  ± on request. 

 Max 4 output voltage, from 4,16V to 600V. Current max  600A (to decrease depending on the power of the transformer). Max 10 voltage with 

regolation steps  ± on request. 

 Frequencyy 50/60 Hz 

 Insulation material group F  

 Ambient temperature max. 40 °C  

 Degree of protection IP 00 – Terminal blocks IP 20 

 Class I built with M4 or M5 ground  

 Zinctropicalized steel fixing angles  

 Varnish dipped and oven dried  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.varat.it/doc/Certification.pdf
http://directories.csa-international.org/cert_rec_srch.asp?txtDir=*&Submit=Search&txtCustomer=Varat&txtProvState=&txtCountry=&txtFile=&txtMajorClass=&txtMinorClass=&txtClassDesc=&txtKeyword=
http://www.google.it/url?sa=i&rct=j&q=&esrc=s&frm=1&source=images&cd=&cad=rja&docid=naqL7kxTWOoD_M&tbnid=YquzYuzQG1EnSM:&ved=0CAUQjRw&url=http://www.ode.it/download/-certificazioni.aspx&ei=Xj9NUqbEIobEtAa9ioGIAQ&bvm=bv.53537100,d.Yms&psig=AFQjCNHB89bstHI9nFbdfIenWA04kJezXQ&ust=1380880486944904
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Dimensions and drillings 

 
 

Reference number 
Rated thermal 

power 
(kVA) 

Dimensions Drillings Dissipated 
Power  

(W) 

Efficiency 
(%) 

Weight 
(Kg) 

L P H A B G 

MCNA/2500 2.5 200  160 255 150 120 23 111.00 95.56 17.6 

MCNA/3000 3 200  170 255 150 130 23 118.00 96.07 20.0 

MCNA/4000 4 200  180 255 150 140 23 148.00 96.30 24.0 

MCNA/5000 5 240  160 305 205 120 30 170.00 96.60 32.0 

MCNA/6000 6 240  170 305 205 130 30 218.00 96.37 36.0 

MCNA/8000 8 280  190 355 230 140 30 252.00 96.85 47.0 

MCNA/010k 10 280  200 355 230 150 30 308.00 96.82 56.0 

MCNA/012k 12 280  210 355 230 160 30 355.00 97.04 72.0 

MCNA/015k 15 320  240 405 280 190 30 408.00 97.28 83.0 

MCNA/020k 20 360  280 455 300 230 30 498.00 97.51 101 

           

 

 

 
 

The data indicated could change without notice 

 
 

 


